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(57) Abstract: The invention relates to a method for producing 
a mould for moulding objects in a mouldable material consisting 
in using a pattern for objects to be moulded and in coating 
said pattern with a moulding material. The inventive method is 
characterised in that it also consists in using expanded graphite 
in the form of a moulding material, coating the pattern (3) with 
said expanded graphite, thereby forming a continuous expanded 
graphite layer or several separated expanded graphite layers 
(5, 6) distributed along the pattern, in pressing the expanded 
graphite layer(s) against the pattern in such a way that a 
consolidated graphite block impermeable for the mouldable 
material is formed for each layer. In another variant, the 
inventive method consists in using at least one pre-consolidated 
layer made of the expanded graphite which is re-compressed 
at least in one direction in such a way that the density thereof 
ranges from 30 to 50 kg/m 3 . 

(57) Abrege : Llnvention concerne un procede de fabrication 
d'un moule pour le moulage d'objets en un materiau dit materiau 
a mouler, dans lequel on utilise un modele des objets a mouler et 
on recouvre le modele d'un materiau, dit materiau de moulage, 
caracteris6 en ce qu'on utilise, a titre de materiau de moulage, 
du^graprrite~exparise ron~TCCotrvre~l e~modele~ (3 ) "de graphiUrex- 
panse" en formant une 6paisseur continue de graphite expanse ou 
plusieurs epaisseurs (5, 6) sSparees de graphite expanse* reparties 
surUe. modele., puis nn comprint la(le.s) e.paisse.mfo) dp. graphite ~ 
expans6-contre le mGdele-de-facon-a-obtemr,-poi2r-chaqu 
seurrurrbloc de graphTte consolid^-et impeimeabfe -au ma t e r ia u 
a mouler. Une variante selon l'invention consiste a utiliser au 
moins une 6paisseur pr£-consolidee, de graphite expanse* recom- 
prime selon au moins une direction de facon a presenter une den- 
site* comprise entre 30 et 50 kg/m 3 . 
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